'Craigis PrototypeiShop™

-_. =T i
i : .

-

Wl

A S ] .__;..-:,:,'@5.35;4,:,—_.-:._-.-?:,-,- —

s e

REVISION 1 - 7/6/2020

PAGE 1 OF 7
culli BURTON GLOBAL HUB EXISTING CONDITIONS
I/:Ecru |Hwenh:\|Hulol RI !:]smsn Burton Snowboards DRB SUBMISSION 11/18/19

www.truexcullins.com


depstein
Text Box
REVISION 1  - 7/6/2020
PAGE 1 OF 7


%

| |

[ J
A A A WARRANTY REPAIR SHOP

2,961 SF LOADING

= FP
|
|

FREEZER
COOLER A A A

SKATEBOARD PARK
8,298 SF

19,000 SF

KITCHEN
1,163 SF 1) B F==1

] PROTOTYPE FACTORY

MEZZANNINE
2537 SF

SERVERY

749 SF

|

|

|

i FOOD COURT
i 4,015 SF

|

r
\

\

\

\

\
H

\

\

\

\
¢
\

\

\

\

\
&

\

\

\

\
¢

\

\

\

\

\
t

. "
AT T I -t
—— BURTON STORE

k \ : I I I I a o o o o \ ) )
NN 6,730 SF AN

MEZZANINE AT COMMON LOBBY

>
z
YA

2

T Y 3,113 SF
1/16" = 1'-0 Nalla I I . N STORAGE

4,340 SF

I ELEV

>
3
]
T
)

I
| L LI

MECH
=
=
\

HIGHER GROUND SUPPORT SPACE

4,302 SF = y. rl L

'1 HIGHER GROUND 4,946 SF

................ I
I
#‘ | ] PHOTO STUDIO
| PERFORMANCE SPACE BURTON STORAGE Y]
HIGHER GROUND 1 HG LOADING 5.476 SF : L/

LOADING
OUTDOOR PLAZA H H 1:2585F 1,517 SF

T y
|

2,380 SF

SLIDING GATE
NERRNNAN !
—l T S (R
b . L L
\ el e |

) ) 'HIGHER GROUND AREA - 11,560 SF (13.6%)>

FIRST FLOOR PLAN : @ : TOTAL BUILDING AREA - 85,036 SF (1oo 0%)' SEIEIDSPY : LIGHTING INFORMATION

S - - 1 ‘SEE ATTACHED SHEET OF SELECTED PRODUCTS

| @ 2. ALLFIXTURES TO BE LED - ON DIMMERS o
e | 3. LIGHTING FIXTURES SELECTED TO PROVIDE 3TO 5 FOOTCANDLES AT FLOOR LEVEL

SCHEDULE
A~ SURFACE OR SIDE MOUNTED CYLINDER
~ B-RECTANGULAR WALL-MOUNTED S
~ C- RECESSED FIXTURE IN CEILING - REVISION1 -7/6/2020
VRN S S PAGE 2 OF 7

~lling BURTON GLOBAL HUB FLOORPLAN
I/Ec': |H$b| NH%II()I RI Qg Burton Snowboards DRB SUBMISSION 11/18/19

www.truexcullins.com



David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Rectangle

David Epstein
Rectangle

David Epstein
Ellipse

David Epstein
Rectangle

David Epstein
Rectangle

David Epstein
Rectangle

David Epstein
Ellipse

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
C

David Epstein
Text Box
C

David Epstein
Text Box
B

David Epstein
Text Box
B

David Epstein
Text Box
C

David Epstein
Callout
ROOF CANOPY ABOVE

David Epstein
Text Box
LIGHTING INFORMATION
NOTES
1. SEE ATTACHED SHEET OF SELECTED PRODUCTS
2. ALL FIXTURES TO BE LED -  ON DIMMERS
3. LIGHTING FIXTURES SELECTED TO PROVIDE 3 TO 5 FOOTCANDLES AT FLOOR LEVEL

SCHEDULE
A - SURFACE OR SIDE MOUNTED CYLINDER 
B - RECTANGULAR WALL-MOUNTED 
C - RECESSED FIXTURE IN CEILING

David Epstein
Text Box

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Text Box
A

David Epstein
Ellipse

David Epstein
Ellipse

David Epstein
Ellipse

depstein
Text Box
A

depstein
Text Box
A

depstein
Text Box
A

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Ellipse

depstein
Cloud

depstein
Cloud

depstein
Text Box
REVISION 1  - 7/6/2020
PAGE 2 0F 7


Burton - Global Hub - A package
Type: A1 BEGA

LED ceiling mounted downlight - wide beam

Application Type:

BEGA Product:
Project:
Madified:

This compact LED ceiling mounted downlight is designed for down lighting
atriums, canopies, passages, and other interior and exterior locations
featuring a symmetrical wide beam light distrubtion.

Materials

Luminaire housing constructed of die-cast marine grade, copper free
(=0.3% copper content) A360.0 aluminum alloy

Clear safety glass

Reflector made of pure anodized aluminum

High temperature silicone gasket

NRTL listed to North American Standards, suitable for wet locations
Protection class IP65

Weight: 5.1lbs

Electrical

Operating voltage 120-277VAC
Minimum start temperature -30°C

LED module wattage 15.7W
System wattage 19W

0-10V dimmable
Ra= 90

1811 lumens (3000K)
60,000 hours

Controllability

Color rendering index
Luminaire lumens
LED service life (L70)

LED color temperature

4000K - Product number + K4 (EXPRESS)
[+ 3500K - Product number + K35

3000K - Product number + K3 (EXPRESS)

2700K - Product number + K27

Amber - Product number + AMB

Wildlife friendly amber LED - Optional

Luminaire is optionally available with a narrow bandwidth, amber LED
source (585-600nm}) approved by the FWC. This light output is suggested
for use within close proximity to sea turtle nesting and hatching habitats.
Electrical and control information may vary from standard luminaire.

LED module wattage 18.0W (Amber)

System wattage 21.7W (Amber)
Luminaire lumens 646 lumens (Amber)

BEGA can supply you with suitable LED replacement modules for up to
20 years after the purchase of LED luminaires - see website for details

Finish
All BEGA standard finishes are matte, textured polyester powder coat with
minimum 3 mil thickness.
Available colors Black (BLK)
Bronze (BRZ)

White (WHT) RAL:
Sitver (SLV) cUs:

LED ceiling mounted downlight - wide beam

LED B A B
66979 157W gg° TWa BY

f}=Beam angle

BEGA 1000 BEGA Way, Carpinteria, CA 93013 (805)684-0533 info@bega-us.com

Due to the dynamic nature of lighting products and the associated technologles, luminaire data on this sheet is subject to change at the discretion of BEGA North America, For the most current technical data, please refer to bega-us. com
@ copyright BEGA 2018 Updated 02/20/19

Burton - Global Hub - A package

BEGA S
Photometric Filename:  66979.IES
TEST: BE66979
TEST LAB: BEGA
DATE: 4/10/2017
LUMINAIRE: 66 979
LAMP: 15.7W LED {
|
Cl terist| | Classification S (LCS)
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute) Y, 9
Luminaire Lumens 1811 FL (0-30) 396.7 N.A. 219
Total Luminaire Efficiency N.A. FM (30-60) 5053 N.A. 279
Luminaire Efficacy Rating (LER) 91 FH (60-80) 3.7 N.A. 0.2
Total Luminaire Watts 19.9 FVH (80-80) <0.05 NA. 0.0
Ballast Factor 1.00 BL (0-30) 396.7 N.A. 21.9
CIE Type Direct BM (30-60) 505.3 N.A. 279
Spacing Criterion (0-180) 1.54 BH (60-80) 3.7 N.A. 0.2
Spacing Criterion (90-270) 1.54 BVH (80-90) <0.05 N.A. 0.0
Spacing Criterion (Diagonal) 1.40 UL (90-100) 0.0 N.A. 0.0
Basic Luminous Shape Circular UH (100-180) 0.0 N.A. 0.0
Luminous Length (0-180) 0.00 ft Total 18114 N.A. 100.0
Luminous Width (90-270) 0.49 ft (Diameter)
Luminous Height 0.00 ft BUG Rating B1-U0-G0
*Wide Beam lighting public entry / frontage.
*Spill of light is choreographed / focused : illuminating path & people / not building.
*Dimmable for tailored area of lumen output / time of use.
I ummimivie s | ismens Liphight
a"'J: -‘:: :"H_‘ 5}5
D e NN 79
.l"( . x 3§ 1‘ | .'.T\-,'
,f (.--"J : ““‘, 250
|'r { / " A 11
‘ 1 { | 100 126 100
|| | i'. 2 .": 1: )
ll"' L e\ - /) ] W
(AR i / /Y
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n\‘\ B )_,
b\ e . P /
e 9 ot
e e Bl il
30 30
Mounting Height = 20 ft.  Grid Spacing = 10 ft Back 0 Fronk
In the interest of product improvement, BEGA reserves the right to make technical changes without notice.
BEGA 1000 Bega Way, Carpinteria, CA 93013 (805)684-0533 Fax (805)566-9474 www.bega-us.com ©® Copyright BEGA-US 2019 1/14/2019

Burton - Global Hub - A package

LED recessed ceiling downlight - wide beam Type: C BEGA
Application Type:
Designed for down lighting atriums, canopies, passages, and other interior BEGA Product:

and exterior locations featuring a symmetrical wide beam light distribution.

Materials

Luminaire housing constructed of die-cast marine grade, copper free
(=0.3% copper content) A360.0 aluminum alloy

Clear safety glass

Reflector made of pure anodized aluminum

High temperature silicone gasket

Stainless steel screw clamps

Galvanized steel rough in ceiling pan with through wiring box

NRTL listed to North American Standards, suitable for wet locations
Protection class IP65

Project:
Modified:

Weight: 3.3lbs

Electrical

Operating voltage 120-277VAC
Minimum start temperature -20°C

LED module wattage 36.8W
Systemn wattage 42W

Controllability

Color rendering index

Luminaire lumens

Lifetime at Ta=15"C

Lifetime at Ta=25"C

LED color temperature
4000K - Product number + K4

* 3500K - Product number + K35 |
3000K - Product number + K3
2700K - Product number + K27

BEGA can supply you with suitable LED replacement modules for up to
20 years after the purchase of LED luminaires - see website for details

0-10V dimming down to 0.1%
Ra= 90

2808 lurnens (3000K)
170,000 h (L70)

130,000 h (L70)

Finish
All BEGA standard finishes are matte, textured polyester powder coat with
minimum 3 mil thickness.
Available colors Black (BLK)
Bronze (BRZ)

White (WHT) RAL:
Silver (SLV) Cus:

LED recessed ceiling downlight - wide beam

LED i A B c

55930 36.8W 86° 8% 4% 18

fi=Baam angle

BEGA 1000 BEGA Way, Garpinteria, CA 93013 (805)684-0533 info@bega-us.com

Due to the dynamic nature of lighting products and the associated technologies, luminaire data on this shest is subject to change at the discretion of BEGA Naorth America, For the most current technical data, please refer to bega-us . com
@ copyright BEGA 2018 Updated 07/10/18

BEGA

lood lighting at rear service doors.
*farge area for safety / security

Fhotometric Filename: 55930.1ES
TEST: BE_55930

TEST LAB: BEGA

OATE: 7/23/2014
LUMINAIRE: 55 930

LIAMP: 36.8W LED

“Pimmable for tailored area of lumen output / time of use.

Burton - Global Hub - A package

Type: C

(
\
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.'/J
(haracteristics Zonal Lumen Summary
mens Per Lamp N.A. (absolute)
Tptal Lamp Lumens N.A. (absolute) Zone Lumens
[(Lminaire Lumens 2811 |
Tptal Luminaire Efficiency N.A. 0-10 177.69
minaire Efficacy Rating (LER) 67 10-20 500.61
Tptal Luminaire Watts 42 20-30 776.01
llast Factor 1.00 30-40 831.03
IE Type Direct 40-50 491.88
pacing Criterion (0-180) 1.22 50-60 24.31
pacing Criterion (90-270) 1.22 60-70 7.39
pacing Criterion (Diagonal) 1.20 70-80 2.04
sic Luminous Shape Circular 80-90 0.12
pminous Length (0-180) 0.00 ft 90-100 0.00
minous Width (90-270) 0.51 ft (Diameter) 100-110 0.00
iminous Height 0.00 ft 110120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00
Mpunting Height = 15 ft.  Grid Spacing = 5 ft.
Infthe interest of product improvement, BEGA reserves the right to make technical changes without notice.
BEGA 1000 Bega Way. Carpinteria, CA 93013 (805)684-0533 Fax (805)566-9474 www.bega-us.com & Copyright BEGA-US 2017 J/13/2017

TYPE A

TYPE C

LED wall luminaire - symmetric light distribution

Application

This LED wall luminaire with a symmetric light distribution can be used to
illuminate facade and wall surfaces, with the installation surface also acting
as a reflection surface. Can be used for uplight or downlight applications.

Materials

lLuminaire housing constructed of die-cast marine grade, copper free
(=0.3% copper content) A360.0 aluminum alloy

Clear safety glass

Reflector made of pure anodized aluminum

Silicone applied robotically to casting, plasma treated for increased
adhesion

High temperature silicone gasket

Mechanically captive stainless steel fasteners

NRTL listed to North American Standards, suitable for wet locations
Protection class IP65

Weight: 6.8lbs

Electrical

Operating voltage 120-277VAC
Minimum start temperature -30°C

LED module wattage 17.9W
System wattage 28W

0-10V dimmable
Ra> 80

2810 lumens (3000K)
>500,000 h (L70)
133,000 h (L70)

Controllability
Color rendering index
Luminaire lumens
Lifetime at Ta=15°C
Lifetime at Ta=25°C
LED color temperature
4000K - Product number + K4
[*3500K - Product number + Ka5]
3000K - Product number + K3 (EXPRESS)
2700K - Product number + K27
BEGA can supply you with suitable LED replacement modules for up to
20 years after the purchase of LED luminaires - see website for details

Finish
All BEGA standard finishes are matte, textured polyester powder coat with
minimum 3 mil thickness.

Black (BLK)
Bronze (BRZ)

Awvailable colors White (WHT) RAL:

Silver (SLV) Cus:

LED wall luminaire - symmetric light distribution

LED A B ¢
22392 17.9W 9. 4%

BEGA 1000 BEGA Way, Carpinteria, CA 93013 (805) 684-0533 info@bega-us.com

Burton - Global Hub - A package

Type: B BEGA
Type:
BEGA Product:
Project:
Modified:

Due to the dynamic nature of ighting products and the associated technologies. luminaire data on this sheet is subjact to change at the discration of BEGA North America, For the most cusrent lechnical data, please refer to bega-us, com

@ copyright BEGA 2018

Updated D2/04/18

BEGA

Photometric Filename: 22392.1ES
TEST: BE22392

TEST LAB: BEGA

DATE: 2/14/2017
LUMINAIRE: 22 392

LAMP: 17.9W LED

Characteristics

IES Classification Type |
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)

Luminaire Lumens 2910

Downward Total Efficiency N.A.

Total Luminaire Efficiency N.A.

Luminaire Efficacy Rating (LER) 127

Total Luminaire Watts 229

Ballast Factor 1.00

Upward Waste Light Ratio 0.00

Max. Cd. 2176 (360H, 10V)

Max. Cd. (<90 Vert.)
Max. Cd. (At 90 Deg. Vert.) 0 (0.0%Lum)

Max. Cd. (80 to <90 Deg. Vert.) 24 (0.8%Lum)
Cutoff Classification (deprecated) N.A. (absolute)

2176 (360H, 10V)

Mounting Height = 10 ft.  Grid Spacing = 10 ft.

In the interest of product improvement, BEGA reserves the right to make technical changes without notice.

BEGA 1000 Bega Way, Carpinteria, CA 93013 (805)684-0533 Fax (805)566-9474 www.bega-us.com © Copyright BEGA-US 2017

Burton - Global Hub - A package
Type: B
:,/' e,
X
\ /
/
.-""
\\ )
Lum. Classification System (LCS)
LCS Zone Lumens %Lamp %Lum
FL (0-30) 750.9 N.A. 25.8
FM (30-60) 1184.6 N.A. 40.7
FH (60-80) 336.9 N.A. 1.6
FVH (80-90) 0.5 N.A. 0.0
BL (0-30) 355.3 N.A. 12.2
BM (30-60) 257.5 N.A. 8.8
BH (60-80) 243 N.A. 0.8
BVH (80-90) <0.05 N.A. 0.0
UL (90-100) 0.0 N.A. 0.0
UH (100-180) 0.0 N.A. 0.0
Total 2910.0 N.A. 100.0
BUG Rating B1-U0-GO
Luminaire Lumens Uplight
1185
et
592
100 2496 100 m
90 90
80 80 I I I
60 60 :
30 30
Back 0 Front
8/712017 I
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FACADE SLATS MADE OF GLASSFIBRE REINFORCED CONCRETE
am I I u

With dko skin, Rieder offers concrete facades in a slatted design. The various
surfaces create a lively interplay of colour. The slats can be mounted with little
effort and are, unlike wood, maintenance free.

SIZES

COLOURS AND SURFACES OKO SKIN STRIPES

OKO SKIN HIDDEN FIX

GLASS FIBER REINFORCED CONCRETE (GFRC) PLANK SIDING

Louver Materials
& Finishes

SHADOTIMBER

Shadotimber are fixed or operable exterion
solar shading louver systems that
incorporaie a unigque, aliernote solar
shading soluton. It consists of imber
wod Touvers, usually western red cedar
which, if left untreated, ages to a silvery-
grey tone. The louvers can be installed
either horizontally or vertically on the
building’s facade.

Alrernatively, a simulated wood
appearance can be provided on
shadometal louvers through a dye-
sublimation process which will remain
colorfast ar the original appearance.

This type of system is generally intended
for shorer spans without the need for
additional supporting framework.

Features and benefits

B Although normally western red cedar,
other types of timber wood can be
provided,

B Ideal for shorter spans and thinner louvers.

B All principal support components are
manufactured from corrosion-resistant
extruded aluminum alloy with stainless

steel fixings.

B Fully operable or fixed.

SOLAR LOUVERS

Products b Trifab™ 451UT Framing System

R
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DOCUMENTS
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MY PRODUCTS Emphy | Yiaw ALk

View our
Project Gallery
Find inspiration
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Product Features

)

Awning

Projected window hinged at the
top is the only window style that
keeps the rain out while allowing
fresh air in.

4

S

Casement

Projected window hinged at the
jomb (opening up to %0
degrees) which provides the
most optimal air ventilation.

@y

Awning, Casement

ADC 325 Series
Standard Features

.

Sealant: Low VOC [environmentally friendly).

Standard 3 1/4" closed-back insulated frame. Standard
insulated close-back sash.

Available in standard white, custom,
split-finish, and/or veneer wrap |oak, fir, others).

Standard rotogear operators with standard collapsible
handles.

Standard multi-point locks where applicable (19" nominal
height).

Standard concealed hinges — tamper resistant for added
security.

Sash unhooks for interior service if necessary.

Paint & Finish: Advanced polyurethane baked on or
electrostatically applied finish.

Frame & Sash: Pultruded 0.090" nominal wall fiberglass (52-62%

glass fibers + 35-45% resin + 7-13% filler).

Insect Screen: Standard full screen. Removable stamped
aluminum frame with black fiberglass mesh.

Insulation: Expanded Poly Styrene (EPS) Type 1.

Weatherseal: Santoprene Rubber Seals ([main, secondary,
spling), glazing tape, dust.

Frame and corners are mechanically secured and joined at

45 angle,

Exterior glazed window with aluminum stops.

Please contact an Accurate Dorwin Window representative
for sizing options.

orwin.com | 1.888.982.4640

ADD T MY PRODUCT LIST

Trifab™ 451UT Framing System

e 2" [0 8mm]) sightine

e 41020 (114 3men) depth

= Ultra thermal perfosmance
*  Blast mitigation

* Center glazed

Trifab 451UT {Ultra Thermal} Framing System provides improved thermal performance to increase energy efficiency by employing a "dual” Isoloc{MC} thermal break.

ey Features Include:

Trifab 451UT is 4-172" desp with 5 2" sightline
Center Plane glass application

Flush giazed from edher the inside or outside
Secrew Spline fabrication

Dual Isolock™ lanced and debnidged thermal break
Infill options wp:bo 1-118" thickness

Permanodic™ anodized finishes in 7 choices
Painted finishes i standard and custom chosces

Optional Features:

=

High performance flashing
Acoustical rating per AAMA 1301 and ASTM E 1425

Project specific U-factors (See thermal charts in Architecteral Detaif Manual)

Product Applications:

Storefront. Ribbon Window or Punched Cpenings

Single-span

Intagrated entrance !:’EH!IF!; El"C-'n."."!'Ig Hawneer standard entrances or other Spet -El!l':.l' entrances to be incorporated

Kawnesr windows or GLASSvent™ are easily incorporated

ALUMINUM STOREFRONT

34" [83mm]

24" [70mm]

WINDOW WIDTH

234" [70mm] ————-
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FIBERGLASS WINDOWS

METAL STRUCTURE WITH WOOD SLATS
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